E6B NOTES
(write on blackboard)
Steps:

1) Rotate wind direction under true index

2) Mark wind speed up from center hole (100kt mark)

3) Rotate true course under true index

4) Move slide to put wind dot over TAS arc

5) Read GS from center hole

6) Read WCA under wind dot

Problem 1: TC – 012



   Wind – 330@25



   TAS – 100kts



   MagVar – 10E

Answer: WCA – 10L; True Heading = 002


10E = 002-10= 352 degrees MH
Problem 2: TC: 143


Wind – 030@12


TAS 95


Magnetic Variation – 18E

Answer: 118 degrees MH
FLIGHT CALCULATOR

Outer Ring: Speed/Distance
Inner Ring: Time

ARROW ALWAYS GOES UNDER SPEED

Finding Time: Put arrow under 12, read what is under 14 on outer disk

Finding Distance: Put arrow under speed, read up from time
Finding Speed: Put time under distance, read speed from arrow
FUEL BURN – ARROW ALWAYS GOES UNDER BURN RATE

Fuel Burn/Time – Put arrow under burn rate, read down from gallons useable for time.

Fuel Burn/Total – Put arrow under burn rate, read up from time.
Fuel Burn/Consumption – Put time under total gallons burned, read gph up from arrow
Time en route – Find GS to be 99 kts, put arrow under 99, read down from 49 to find 29.5min, add 2 for 31min.
