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1.1. 

1.2. 

2. 
2.1. 

2.2. 

2.3. 

3. 
3.1. 
3.1.1. 










3.1.2. 






3.2. 
3.2.1. 
3.2.1.1. 

3.2.1.2. 

3.2.1.3. 

3.2.1.4. 

3.2.1.5. 

3.2.1.6. 

3.2.2. 

3.2.2.1. 

3.2.2.2. 

3.2.2.3. 

3.2.2.4. 

3.2.3. 

3.2.4. 
3.2.4.1. 

3.2.4.2. 

3.2.4.3. 

3.2.5. 
3.2.5.1. 


3.2.5.2. 

3.2.5.3. 
The development interface to the CFTP shall be by a 9-pin female D-type connector designated as CFTP – J1. The pin assignments shall be as assigned in the table below.  Communication will be by RS-422 asynchronous 4-wire configuration.

Table 1 CFTP Development Interface Pin-Out, CFTP – J1 

	PIN
	FUNCTION

	1
	TX

	2
	TX Return

	3
	Spare

	4
	RX

	5
	RX Return

	6
	Ground

	7
	Spare

	8
	Spare

	9
	Ground



The command/data interface to MIDSTAR shall be by a 25-pin female D-type connector designated as CFTP – J2. The pin assignments shall be as assigned in the table below.  Communication will be by RS-422 asynchronous 4-wire configuration.

Table 2 Command/Data Interface Pin-Out, CFTP – J2 

	PIN
	FUNCTION

	1
	TX 1 – Communication #1

	2
	TX 1 Return – Communication #1

	3
	Ground – Communication #1

	4
	TX 2 – Communication #2

	5
	TX 2 Return – Communication #2

	6
	Ground – Communication #2

	7
	TX 3 – Spare

	8
	TX 3 Return – Spare

	9
	Ground – Spare

	10
	TX 4 – Spare

	11
	TX 4 Return – Spare

	12
	Ground – Spare

	13
	Spare

	14
	Ground – Communication #1

	15
	RX 1 – Communication #1

	16
	RX 1 Return – Communication #1

	17
	Ground – Communication #2

	18
	RX 2 – Communication #2

	19
	RX 2 Return – Communication #2

	20
	Ground – Spare

	21
	RX 3 – Spare

	22
	RX 3 Return – Spare

	23
	Ground – Spare

	24
	RX 4 – Spare

	25
	RX 4 Return – Spare


