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Measurements in Film Cooling
Flows With Periodic Wakes
Film cooling flows subject to periodic wakes were studied experimentally. The wakes
were generated with a spoked wheel upstream of a flat plate. Cases with a single row of
cylindrical film cooling holes inclined at 35 deg to the surface were considered at blow-
ing ratios of 0.25, 0.50, and 1.0 with a steady freestream and with wake Strouhal numbers
of 0.15, 0.30, and 0.60. Temperature measurements were made using an infrared camera,
thermocouples, and constant current (cold-wire) anemometry. Hot-wire anemometry was
used for velocity measurements. The local film cooling effectiveness and heat transfer
coefficient were determined from the measured temperatures. Phase locked flow tempera-
ture fields were determined from cold-wire surveys. Wakes decreased the film cooling
effectiveness for blowing ratios of 0.25 and 0.50 when compared to steady freestream
cases. In contrast, effectiveness increased with Strouhal number for the 1.0 blowing ratio
cases, as the wakes helped mitigate the effects of jet lift-off. Heat transfer coefficients
increased with wake passing frequency, with nearly the same percentage increase in
cases with and without film cooling. The time resolved flow measurements show the
interaction of the wakes with the film cooling jets. Near-wall flow measurements are used
to infer the instantaneous film cooling effectiveness as it changes during the wake passing
cycle. �DOI: 10.1115/1.2812334�
ntroduction
Film cooling has been studied extensively for over four de-

ades, but most investigations have focused on flows with steady
nflow conditions. The flow in a gas turbine engine, however, is
nherently unsteady. Some unsteadiness results from nonunifor-

ity in the flow exiting the combustor, which has been considered
n some recent studies �e.g., Varadarajan and Bogard �1��. Turbine
ows also have high freestream turbulence, which increases mix-

ng between the main and cooling flows. This tends to cause faster
ispersion of the coolant away from the surface, leading to lower
lm cooling effectiveness � and higher heat transfer coefficients,
oth of which reduce the benefits of film cooling. High freestream
urbulence can also increase � in some cases, however, by in-
reasing lateral spreading of the coolant from discreet holes. If
lm cooling jets lift off a surface, as is possible at high blowing
atios, high freestream turbulence can also help bring coolant back
oward the surface. Several studies have examined high
reestream turbulence effects, including Bons et al. �2�, Kohli and
ogard �3�, Ekkad et al. �4�, and Burd et al. �5�.
Another source of unsteadiness is the interaction between vane

nd blade rows in the turbine. Upstream airfoils shed wakes,
hich periodically impinge on the airfoils downstream. The
akes include a mean velocity deficit and increased turbulence,
ith effects similar to those of the increased freestream turbulence
oted above. Wakes can disrupt film cooling jets, reducing the
lm cooling effectiveness in some areas and possibly enhancing it

n others. Wake induced turbulence may also increase heat transfer
oefficients, thereby reducing the overall benefit of film cooling.
irfoils passing both upstream and downstream of a turbine pas-

age also cause periodic flow blockage, inducing pressure fluctua-
ions which may cause film cooling jets to pulsate. None of these
otentially important effects are captured in steady flow experi-
ents. The incomplete knowledge of unsteady cooling flow be-

avior is typically overcome by supplying enough cooling air to
revent damage to all components in the turbine. This can lead to
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overcooling in some areas, reducing engine efficiency. While
steady flow studies have resulted in great advances in engine cool-
ing, unsteady flow studies, particularly those which capture tran-
sient behavior, may lead to more efficient use of cooling air and
increased engine efficiency.

A few studies have investigated the effect of wakes on film
cooling. Funazaki et al. �6,7� considered flow around the leading
edge of a blunt body subject to wakes produced by an upstream
spoked wheel. They provide time averaged film cooling effective-
ness results and note that the wakes tended to reduce � particu-
larly at low blowing rates. When the cooling jet momentum was
high, particularly if the jets lifted off the surface, the wake effect
was reduced. Ou et al. �8� and Mehendale et al. �9� used a linear
cascade with a spoked wheel to generate wakes. They note that
heat transfer coefficients increased and film cooling effectiveness
decreased with increased wake strength. Jiang and Han �10� simi-
larly used a linear cascade with a spoked wheel, and present time
averaged effectiveness results. They studied the effect of coolant
injection from multiple hole locations in the showerhead region
and on both sides of their airfoil. Results varied, depending on jet
location, blowing ratio, the tendency of the coolant jets to lift off
at each location, and jet density. High freestream turbulence re-
sulted in lower effectiveness in all cases. Ekkad et al. �4� con-
ducted a similar study and present film cooling effectiveness and
local time averaged Nusselt numbers. They note that in the pres-
ence of very high freestream turbulence, the additional effect of
periodic wakes is relatively small. Du et al. �11,12� also utilized a
cascade and spoked wheel. They used a transient liquid crystal
technique to obtain detailed time averaged film cooling effective-
ness and Nusselt number distributions from an airfoil surface.
They note that the wake effect on Nusselt numbers is small, but
that wakes have a significant effect on film cooling effectiveness.
Teng et al. �13–15� used a similar facility and also documented
film cooling effectiveness and Nusselt numbers. They also used a
traversing cold-wire probe to measure the flow temperature in
planes downstream of the film cooling holes. They present time
averaged mean and fluctuating temperature results. The unsteady
wakes caused a faster dilution of the coolant jet. Higher blowing
rates also result in more rapid mixing. The effects of wakes and
blowing ratio on boundary layer transition were also reported.

Heidmann et al. �16� used a rotating facility to investigate the
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ffect of wakes on showerhead film cooling. They report time
veraged film effectiveness. The geometry tended to prevent jet
ift-off, so � increased with blowing ratio. Higher wake passing
ates skewed the coolant distribution, producing higher effective-
ess on the pressure side of the airfoil and lower effectiveness on
he suction side. Wolff et al. �17� utilized a three blade linear
ascade in a high speed facility with one row of cooling holes on
he suction side and one row on the pressure side of their center
lade. Wakes were generated with rods fastened to belts which
raveled around the cascade and two pulleys. Phase averaged ve-
ocity and turbulence levels were documented in multiple planes
n both sides of the airfoil. The locations of the coolant jets were
urmised from the mean velocity deficit and the turbulence level
n the boundary layer. The effect of the pressure side coolant jets
as reinforced by the passing wakes. On the suction side, the

oolant jets were disrupted and nearly disappeared when the wake
assed, but then recovered between wake passings. Adami et al.
18� did numerical simulations of the flow through this cascade.

While the above studies provide valuable information concern-
ng the time averaged effects of wakes on film cooling, and a few
rovide time averaged flow field documentation, there is little
nformation about the transient flow behavior during wake passing
vents. Such information could be valuable. If it is learned that
lm cooling jets provide effective coverage of the surface during
art of the wake passing cycle but are dispersed as the wake
asses, a change in design might be warranted to provide better
overage over the full cycle. Alternatively, the jets might be
urned off during part of the cycle to only provide coolant when it
s effective. Since film cooling jets pulse naturally in response to
ressure fluctuations in the engine, it might be possible through
locking to time the jet pulses favorably with respect to wake
assing events.

In the present study, film cooling jets were subject to wakes
enerated with upstream rods. The geometry consisted of a flat
late with a single row of five streamwise oriented round holes
nclined at 35 deg to the surface. The holes were spaced 3D apart,
enter to center, with a length to diameter ratio L /D=4. The ge-
metry has been used in many studies including Bons et al. �2�,
urd and Simon �19�, Schmidt et al. �20�, Pedersen et al. �21�,
ohli and Bogard �22�, Sinha et al. �23�, and Pietrzyk et al. �24�.
lowing ratios of 0.25, 0.5, and 1.0 were investigated with vari-
us wake passing frequencies. Phase averaged flow temperature
istributions, and time averaged film cooling effectiveness and
eat transfer results are presented below.

xperimental Facility and Measurements
Experiments were conducted in the facility used by Coulthard

t al. �25–27�. It consists of an open loop subsonic wind tunnel
ith a test plate at the exit of the contraction, and a plenum to

upply the film cooling jets. The wind tunnel, shown in Fig. 1,
as comprised of a blower, a diffuser with three screens, a heat

xchanger to maintain air nominally at 20°C, a honeycomb, a
ettling chamber with three screens, and a nozzle with an 8.8 area
eduction. The nozzle exit area was 0.38�0.10 m2. The exiting
ainstream air was uniform in temperature and velocity to within

.1°C and 1%, respectively. The freestream turbulence intensity
t the nozzle exit was 1%. This value is lower than typical inten-
ity levels in engines. Air exiting the nozzle forms a wall jet at
�=8 m /s along the flat plate test wall. The mainstream velocity

emained at 8 m /s 18D downstream of the film cooling holes. At
his downstream location, the velocity outside the boundary layer
as uniform up to the edge of the free shear layer, which was

ocated 3D from the wall. The freestream unsteadiness level
radually increased in the streamwise direction to 6%. This in-
rease is due to the growth of the shear layer at the edge of the
all jet. Spectral measurements indicate that the freestream fluc-

uations are nearly all at frequencies between 5 Hz and 50 Hz,
ith a peak at 22 Hz. These low frequencies are associated with
arge scale structures formed in the shear layer, which buffet the
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boundary layer but do not promote significant turbulent mixing.
The boundary layer is therefore expected to behave as if subject to
low freestream turbulence, and the heat transfer coefficient results
by Coulthard et al. �27� are typical of low freestream turbulence
conditions. The wall jet configuration is based on the facility of
Burd and Simon �19�.

The film cooling supply plenum was a box with 0.38�0.18
�0.36 m3 inside dimensions. It was supplied by a manifold con-
nected to a high pressure air source. The supply pressure was
adjusted to vary the blowing ratio from B=0.25 to 1.0. The air
passed through small diameter valves which choked the flow be-
tween the manifold and the plenum. For a given supply pressure,
the film cooling mass flow remains constant, independent of
downstream conditions. Nine valves operating in parallel provided
the desired coolant mass flow. The plenum contained a finned tube
heat exchanger, midway between the valves and the film cooling
holes. Warm water at 30°C circulated through the tubes and the
air from the valves passed over the tubes, maintaining the tem-
perature of the coolant jets at approximately 27°C.

The test wall was constructed of polyurethane foam with a ther-
mal conductivity of 0.03 W /mK. The dimensions were 0.38 m
wide, 44 mm thick, and 1.17 m long, with a starting length of
13.3D upstream of the row of film cooling holes. A wall opposite
the starting length and sidewalls along the length of the test wall,
as shown in Fig. 1�b�, helped limit interaction between the wind
tunnel flow and the still air in the room. Foil heating elements
were placed on the foam surface to provide a uniform heat flux
condition, and are described in more detail by Coulthard et al.
�25,27�. Heaters were located both upstream and downstream of
the film cooling holes. The heaters were covered with a 0.79 mm
thick sheet of black Formica® laminate to provide a smooth test
surface. The film cooling geometry consisted of a single row of
five round holes inclined at 35 deg to the surface. The sharp edged
holes had a diameter of D=19.05 mm, were spaced 3D apart,
center to center, and had a length to diameter ratio L /D=4. A
1.6 mm thick trip was installed 11D upstream of the leading edge
of the film cooling holes, and a velocity profile acquired 0.8D
upstream of the holes confirmed that the boundary layer was fully
turbulent.

A wake generator, consisting of a spoked wheel, was installed
for the present study between the contraction and the test plate.
The test wall was moved 6.4 cm downstream of the contraction
exit, and a 30 cm diameter, 2.5 cm thick aluminum hub was in-
stalled on an electric motor, just below the gap between the con-
traction and test plate. The axis of the rotation was parallel to the
main flow direction. The hub had 24 threaded holes around its
circumference, into which 38 cm long, 1.905 cm diameter hollow
aluminum rods could be installed. When the hub was rotated, the
rods cut through the main flow, generating wakes. The rods were
intended to simulate the effect of the wakes shed from the trailing
edges of upstream airfoils. In an engine, the diameter of an airfoil
trailing edge is of the same order as the diameter of typical film
cooling holes. The rods in the present study, therefore, were cho-
sen to have the same diameter as the film cooling holes in the test
plate. The wake passing velocity in a turbine is of the same order
as the main flow velocity, so the rotation speed of the spoked
wheel was set at 200 rpm, which produced rod velocities of 8 m /s
at the spanwise centerline of the test section. Combinations of 3,
6, and 12 rods were used to produce wake passing frequencies of
10 Hz, 20 Hz, and 40 Hz. When nondimensionalized using the
rod diameter and main flow velocity, these frequencies correspond
to Strouhal numbers, Sr=2�fD /U�, of 0.15, 0.30, and 0.60.
These Sr are typical of engine conditions and match the range
considered by Heidmann et al. �16�. The direction of rotation was
set so that the rods moved toward the test plate �clockwise when
looking upstream in Figs. 1�b� and 1�c��, to simulate wakes im-
pacting the suction side of an airfoil.

For safety, the wake generator was enclosed in a plywood box,

as shown in Fig. 1�b�, with a rectangular hole of the contraction
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xit dimension to allow the main flow to pass through. The mov-
ng rods entrained air, producing a rotating flow within the box. To
revent this secondary flow from influencing the main flow, a set
f rubber flaps were installed on the inside of the box, perpendicu-
ar to the direction of rod rotation and covering the plane where
he rods entered the main flow. The rods pushed through the flaps,
ut between rods, the flaps closed, blocking the secondary flow.

Measurements. Thermocouples were placed in the film cooling
lenum, at the plenum-side end of the outermost film cooling
ole, at the wind tunnel exit, on the back of the test plate, in the
mbient air, on the wall of the room to measure the surrounding
emperature for radiation corrections, and in ice water as a refer-
nce. Constant current �cold-wire� and constant temperature �hot-
ire� anemometry were used to measure flow temperature and

ig. 1 Wind tunnel configuration: „a… schematic, „b… photo-
raph of test wall with sidewalls, and „c… photograph looking
pstream at rod moving across main flow
elocity, respectively. Boundary layer probes with 1.27 �m diam-
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eter platinum sensors �TSI model 1261A-P.5� were used for tem-
perature measurements, and boundary layer probes with 3.81 �m
diameter tungsten sensors �TSI model 1218-T1.5� were used for
the velocity. An infrared �IR� camera �FLIR Systems Merlin
model� with a Stirling cooled detector was used to measure the
surface temperature field of the test wall. The temperature reso-
lution of the camera was 0.05°C. The camera had a 255
�318 pixel detector and was positioned such that each pixel cor-
responded to a 1�1 mm2 area on the test wall. The field of view
on the test wall corresponded to 13.4D�16.7D. The emissivity of
the test wall was measured to be 0.95 and used in radiation
corrections.

The film cooling effectiveness and Stanton number were de-
fined, respectively, as follows.

� =
Taw − T�

Tjet − T�

�1�

St =
q�conv

�CpU��Tw − Taw�
�2�

The jet, freestream, and wall �Tw� temperatures were measured.
The convective heat flux, q�conv, was determined based on the
power input to the heaters, with corrections for conduction and
radiation losses. Measurements were made for each flow condi-
tion with the wall heaters on and off, to determine local Taw, �,
and St. The procedure is described in more detail by Coulthard et
al. �27�. Stanton numbers were determined for cases with film
cooling �Stf�, and in cases without film cooling �Sto� but otherwise
similar main flow, wake, and surface heating conditions. Stanton
number ratios �Stf /Sto� were then computed to determine the ef-
fect of film cooling on heat transfer coefficients.

The thermocouples and IR camera were calibrated against a
precision blackbody source, and the cold-wire probe was cali-
brated against the thermocouples. The uncertainty in the measured
temperature was 0.2°C, and the uncertainty in the measured ve-
locity was 3%. The uncertainty in the film cooling effectiveness
was determined to be 6% and the uncertainty in the Stanton num-
ber is 8%. The uncertainty in the ratio of two Stanton numbers is
11%, based on a standard propagation of error with a 95% confi-
dence interval.

Velocity profiles were measured along the centerline of the test
wall at three streamwise locations, x=0D, 7D, and 14D, where the
origin for the coordinate system is the wall surface at the down-
stream edge of the center film cooling hole. The film cooling jets
were off and the holes covered with thin tape during these mea-
surements. Profiles were acquired for all three wake passing fre-
quencies. Three-dimensional surveys of the flow temperature were
measured using the cold-wire probe. Each survey consisted of a
29�11�5 grid with 1595 measurement locations. In the stream-
wise direction, 29 evenly spaced locations extended from x
=−1.74D �the leading edge of the film cooling holes� to 12.2D. In
the wall normal direction, there were 11 evenly spaced locations
extending from y=0D to 2.55D. Coulthard et al. �26� confirmed
that the flow was symmetric about the spanwise centerline in this
facility, so spanwise locations were all on one side of the center-
line, with five evenly spaced points extending from z=0 to the
midpoint between adjacent holes at z=1.5D. An infrared sensor
was located in the wake generator box to detect the passing of the
wake generator rods. The pulse train from this sensor was digi-
tized along with the instantaneous anemometer voltages �13 s
long traces at 10 kHz sampling rate� to allow phase averaging of
the flow velocities and temperatures relative to the wake passing
events. Phase averaged results were computed at 24 increments
during the wake passing cycle.

Flow Conditions. As documented by Coulthard et al. �27� be-
fore installation of the wake generator, the boundary layer 0.8D

upstream of the film cooling hole leading edge had a momentum
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hickness Reynolds number of 550 and a shape factor of 1.48. The
ocal skin friction coefficient at this location was 5.4�10−3 and
he enthalpy thickness Reynolds number was 470. The Reynolds
umber based on hole diameter and mainstream velocity was
0,000. Data for cases without wakes shown below were acquired
ithout the wake generator present. With the wake generator

dded, the gap between the contraction exit and the leading edge
f the test plate created a disturbance, which increased the thick-
ess of the boundary layer on the test wall in cases without wakes.
ith the wake generator spinning, however, the rods entrained a

ow into the gap, sucking off the boundary layer upstream of the
est plate. The result, as shown in Fig. 2, was a boundary layer,
hich at the phases between wake disturbances matched the
oundary layer measured by Coulthard et al. �26�. To separate the
urbulence from the wake passing unsteadiness, the turbulence
alues shown in Fig. 2 and in the figures below are based on
uctuations from the phase averaged mean as opposed to the time
veraged mean of the full data trace.

Figure 3 shows the phase averaged mean velocity at x=0 for
he lowest Strouhal number, Sr=0.15, case. The horizontal axis
ndicates the phase, t /T, where T is the wake passing period. The
ime t /T=0 in this figure is set by the rod passing the infrared
ensor in the wake generator box. The vertical axis indicates dis-
ance from the wall. The freestream velocity is set to U�=8 m /s,
nd this value is used to normalize all mean and fluctuating ve-
ocities. Far from the wall, there is a velocity deficit associated
ith the wake. Close to the wall, the wake causes a rise in veloc-

ty to about 1.2U�. The effect of the wake on the phase averaged
urbulence level for this case is shown in Fig. 4. Very near the
all, for most of the cycle, the turbulence level is low due to
amping in the viscous sublayer. Just above the sublayer, the fluc-
uation level is higher across the full cycle in the turbulent bound-

ig. 2 Mean and fluctuating streamwise velocity upstream of
lm cooling holes, before installation of wake generator and
uring undisturbed phase of cycle with Sr=0.15
Fig. 3 Phase averaged U /U� at x /D=0, Sr=0.15

41008-4 / Vol. 130, OCTOBER 2008
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ary layer. Still farther from the wall, the freestream flow is calm
for most of the cycle with 1% turbulence intensity. At the farthest
locations from the wall, there are high fluctuation levels in the
shear layer between the wall jet and the still air in the room. The
location of the wake between t /T=0.2 and 0.6 is clear. The effect
of the wake extends all the way to the wall, indicating that it may
have an important effect on film cooling. A wavelet spectral analy-
sis indicated that the frequency of peak fluctuation energy within
the wake was 125 Hz in the freestream and was 63 Hz in the
sublayer. The corresponding integral length scales at these two
locations were 9 mm and 5 mm, respectively.

Slices through the contour plot of Fig. 4 at y /D=0.01 and
y /D=1.5 are shown in Fig. 5 along with corresponding data from
the higher Sr cases. For the Sr=0.15 case, the arrival of the wake
induces a sudden rise in turbulence level both in the freestream
and near the wall. This is followed by a more gradual decline to
the undisturbed level between wakes. The peak freestream turbu-
lence intensity within the wake is about 19%. Between wakes, the
value drops to the 1% background level of the wind tunnel. The
wake appears to occupy about 40% of the cycle, extending from
about t /T=0.2 to 0.6. The arrival of the wake near the wall is
somewhat delayed relative to the freestream, as might be expected
given the lower convective velocity near the surface. The region
of strong wake influence near the wall extends from about t /T
=0.25 to 0.40. At the higher Strouhal numbers, the wake still
occupies about the same amount of time in seconds, since the
wake generator turns at the same speed in all cases, but it occupies
a larger fraction of the wake passing period. For the Sr=0.3 case,
there is still a sudden rise in turbulence when the wake arrives and
a short period of calm flow between wakes. For the Sr=0.6 case,
the wakes occupy the full cycle, so there is no clear calm period

Fig. 4 Phase averaged u� /U� at x /D=0, Sr=0.15

Fig. 5 Phase averaged u� /U� at x /D=0, y /D=0.01 and 1.5 for

Sr=0.15, 0.30, and 0.60
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nd the freestream turbulence level is always above 10%.
Data similar to that in Figs. 3 and 4 were acquired at x=7D and

4D, and from these data, the propagation speed of the wake
long the test wall was estimated. The leading edge of the wake
oves at about the undisturbed freestream velocity, U�=8 m /s.
he trailing edge of the wake is somewhat slower, at about 0.8U�.
ear the wall, the leading and trailing edges of the disturbed flow

ravel at about 0.9U�. Using the arrival time of the wake in Fig. 5
nd the propagation speed of the wake, the data in all figures
hown below are shifted along the time axis so that t /T=0 corre-
ponds to the arrival of the wake at the trailing edge of the film
ooling hole.

The film cooling jet velocity and temperature were documented
y Coulthard et al. �26� by traversing the constant current and
ot-wire probes over the hole exit plane with the main flow in the
ind tunnel off. The jet temperature was very uniform and
atched the plenum temperature to within 0.2°C. The velocity
as highest in the upstream section of the hole, and agreed with

he results of Burd and Simon �19�, who considered the same
eometry. Since the jets were only heated to approximately 7°C
bove the mainstream temperature, the density ratio of jets to
ainstream was 0.98. Hence, the blowing and velocity ratios were

ssentially equal. Temperature and velocity measurements were
ompared between the five film cooling holes. The hole to hole
ariation in temperature was 2% of the jet to mainstream tempera-
ure difference, and velocity variation was 8% of the mainstream
elocity.

For the Sr=0 �no-wake� cases, the main flow and coolant flow
esulted in good periodicity downstream of all five coolant holes,
s shown by Coulthard et al. �26�. Similar uniformity was ob-
erved for the Sr=0.15 cases. At the higher Sr, however, vortices
enerated at the hub and tip ends of the wake generator rods
isturbed the flow around the outermost holes. To avoid these
isturbances, spanwise averages were taken only about the center
ole, between z= �1.5D.

esults and Discussion

Time Averaged Film Cooling and Heat Transfer. The effects
f the wakes on film cooling effectiveness are shown in Figs. 6–9.
oulthard et al. �26� showed that the Sr=0 �no-wake� cases
greed well with data from the literature. Effectiveness contours
ownstream of the center hole are shown for all cases in Fig. 6.
enterline and spanwise average effectiveness are shown in Figs.
–9 for the B=0.25, 0.50, and 1.0 cases, respectively. Without
akes, the B=0.50 case has the highest effectiveness. The B
0.25 case has lower effectiveness because there is less coolant
vailable to protect the surface. The effectiveness is low in the
=1.0 case due to jet lift-off, as shown by Coulthard et al. �26�.
he effect of the wakes is similar for the B=0.25 and 0.50 cases.
he wakes have little effect at Sr=0.15, but the streamwise extent

Fig. 6 Film cooling effectiveness contours ar
„rows…
f the region of effective cooling is noticeably reduced at the
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higher Strouhal numbers. The wakes reduce the effectiveness by
as much as 60%, with the strongest effect along the centerline. In
contrast to the lower blowing ratio results, the results with B
=1.0 show higher effectiveness with better lateral spreading at the
higher Strouhal numbers. As will be shown below, the jets exhibit
considerable lift-off at this blowing ratio, and the wakes help to
force the coolant back toward the wall. At the centerline, the
wakes raise the effectiveness immediately downstream of the
holes in the B=1.0 cases by as much as 30%. There is little effect
downstream of x /D=4. The spanwise average results show about
a doubling of the effectiveness between the Sr=0 and Sr=0.6
cases at all streamwise locations. Comparing the results at the
three blowing ratios, when Sr=0 or 0.15, the B=0.5 cases have
the highest effectiveness. When Sr=0.6, the B=1.0 case has the
best results downstream of x=2D. For x�9D, the effectiveness in
the B=1.0 case is about double that in the B=0.5 case. The wakes
mitigate the effects of jet lift-off, and the higher total coolant
volume with B=1.0 produces higher effectiveness. It is notewor-
thy that a blowing ratio chosen based on the Sr=0 results will not
necessarily be most effective when wakes are present.

The effects of wakes on Stanton number are shown in Figs.
10–12. Figure 10 shows Stanton numbers for cases without film
cooling. Increasing Strouhal number raises the Stanton numbers
above the no-wake case by about 7%, 18%, and 36% for the Sr

nd center hole at various B „columns… and Sr

Fig. 7 Film cooling effectiveness for B=0.25 cases at various
ou
Sr; „a… centerline and „b… spanwise averaged
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0.15, 0.30, and 0.60 cases, respectively. The increases are con-
istent with the effective rise in the near-wall velocity and turbu-
ence level caused by the wakes and shown in Figs. 3–5. Stanton
umber ratio contours are shown in Fig. 11. Two lines of high
tf /Sto, symmetric about the spanwise centerline and extending
ownstream of the hole, are visible in all cases. These are believed
o result from the kidney shaped vortices which form in the film
ooling jets, and are discussed in more detail by Coulthard et al.
25�. Also visible are regions of high Stf /Sto extending a short
istance downstream from the lateral edges of the hole. These are
elieved to result from the horseshoe vortex which forms when
he main flow boundary layer wraps around the film cooling jet.
he centerline and spanwise average Stf /Sto are shown in Figs.
2–14 for the B=0.25, 0.5, and 1.0 cases, respectively. In all
ases, the ratio is high near the hole, but drops to near 1 by x

ig. 8 Film cooling effectiveness for B=0.5 cases at various
r; „a… centerline and „b… spanwise averaged

ig. 9 Film cooling effectiveness for B=1.0 cases at various

r; „a… centerline and „b… spanwise averaged
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=6D. There appears to be a weak trend of the ratio decreasing
with increasing Strouhal number, but the differences are small and
within the uncertainty. The Sto values increase significantly with
increasing wake frequency as shown in Fig. 10, and the wakes
cause about the same percentage increase in Stanton numbers for
the cases with film cooling. Hence, the Stanton number ratios do
not depend strongly on Strouhal number.

The heat transfer to a surface depends on both the film cooling
effectiveness and the heat transfer coefficient. The combined ef-
fect can be expressed as a heat flux ratio,

q�f

q�o

=
Stf

Sto
�1 −

�

	
� 	 =

Tw − T�

Tjet − T�

= 0.6 �3�

The numerical value of 	=0.6 is taken from Sen et al. �28� and
others, and is a typical value for this temperature ratio under en-
gine conditions. More discussion of the heat flux ratio for the Sr
=0 cases is available in Ref. �27�. Contours of q�f /q�o for all
cases are shown in Fig. 15. Because the Stanton number ratio is
near unity at most locations, the heat flux ratios of Fig. 15 reflect
the effectiveness values of Fig. 6. At low Strouhal numbers,
q�f /q�o is lowest for the B=0.5 case. For the higher Strouhal
numbers, q�f /q�o is lower for the B=1.0 cases, particularly at
downstream locations.

Phase Averaged Flow Temperature. The time averaged sur-
face results presented above can be better explained using flow
temperature data. Figure 16 shows the time averaged temperature
field for the B=0.25, 0.5, and 1.0, Sr=0 cases. The top image in
each figure shows dimensionless temperature contours, 
= �T
−T�� / �Tjet−T��, in multiple planes arranged to provide a three-
dimensional image of the temperature field. The lower image in
each figure shows an isothermal surface with 
=0.3. This value
of 
 was found to give a good visual representation of the jet
position. The jet clearly remains near the surface at the lower
blowing ratios, and extends further downstream in the B=0.5 case
before being dissipated. In the B=1.0 case, the jet clearly has
lifted away from the surface, and although it extends farther
downstream than in the other cases, it does not provide effective
cooling. These results agree with the effectiveness results of Figs.
6–9.

Phase averaged flow temperature results for the B=0.5, Sr
=0.15 case are shown in Fig. 17. Six phases from the cycle are
shown. The format and color range of the plots are the same as in

Fig. 10 Stanton numbers for cases without film cooling at
various Sr
Fig. 16, so some of the axis labels have been removed for clarity.
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he start of the cycle, t /T=0, in Fig. 17�a�, is set to correspond to
he arrival of the leading edge of the wake at the hole location.
he temperature field appears very similar to the Sr=0 case of
ig. 16�b�. By t /T=0.17, there appears to be a slight reduction in

he effective jet diameter at about x=2D, and a slight bulge at x
4D. These locations correspond to the location of strongest near-
all wake turbulence, as indicated by the timing shown in Fig. 5.
y t /T=0.33, the strong wake turbulence is located between
bout x=5 and 10D, and the jet has clearly been dispersed in this
egion. At t /T=0.5, the wake is beginning to move out of the field
f view, and the jet has been dispersed in the downstream part of
he measurement region. Also, new undisturbed jet fluid is follow-
ng behind the wake. The undisturbed jet continues to extend far-
her downstream at t /T=0.67, and by t /T=0.83, the jet appears to
ave recovered to its steady state, between-wake, condition. It is

Fig. 11 Stanton number ratio, Stf /Sto, contour
Sr „rows…

ig. 12 Stanton number ratio, Stf /Sto, for B=0.25 cases at vari-

us Sr; „a… centerline and „b… spanwise averaged

ournal of Turbomachinery

ded 19 Sep 2008 to 131.122.82.145. Redistribution subject to ASM
interesting that the wake is not able to disperse the jet when it first
emerges from the hole, and the jet appears to remain intact be-
tween x=0 and 4D at all phases. It must take some small but finite
time for the wake turbulence to mix the jet fluid with the main
flow and begin to disperse it, and during this time, the fluid moves
about 4D downstream.

The behavior in the B=0.25, Sr=0.15 case is very similar to
that of the B=0.5 case of Fig. 17. With half the coolant volume,
the lower momentum jet at B=0.25 does not extend as far from
the wall as in the B=0.5 case, and the jet does not extend as far
downstream before it is diluted by the main flow. The effect of the
wake, however, appears to be the same for the two cases.

The temperature fields for the B=1.0, Sr=0.15 case are shown
in Fig. 18. At t /T=0, the jet is clearly lifted off the wall, and

round center hole at various B „columns… and

Fig. 13 Stanton number ratio, Stf /Sto, for B=0.5 cases at vari-
s a
ous Sr; „a… centerline and „b… spanwise averaged
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ppears essentially the same as in the Sr=0 case of Fig. 16�c�. At
/T=0.17, there is a bulge in the jet at x=4D as the wake passes,
imilar to the B=0.5 case of Fig. 17�b�. The upstream part of the
et also appears to be pushed closer to the wall by the wake at this
hase, which would tend to momentarily increase the film cooling
ffectiveness. This agrees with the rise in effectiveness shown in
ig. 9, particularly for the spanwise average. At t /T=0.33, the
ake has dispersed the jet between x=5 and 10D, as in the B
0.5 case at this phase. For the remainder of the cycle, the jet

ecovers, as in the lower B cases, and the lift-off from the wall
emains clear.

The B=0.5, Sr=0.3 case is shown in Fig. 19. The flow is mov-
ng at the same velocity as in the Sr=0.15 case, but the wakes are
rriving twice as frequently, so there is less time for the jet to

ig. 14 Stanton number ratio, Stf /Sto, for B=1.0 cases at vari-
us Sr; „a… centerline and „b… spanwise averaged

Fig. 15 Heat flux ratio, q�f /q�o, contours aro

„rows…
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recover between wakes. At t /T=0, the jet is against the surface, as
in Fig. 17, but does not extend as far downstream before being
dispersed. It has not, at this phase, fully recovered from the pre-
vious wake. The recovery continues to t /T=0.17, even as the next
wake arrives. By t /T=0.33, the jet extends even farther down-
stream, but it is beginning to be disturbed between x=2 and 4D,
corresponding to the same behavior observed in Fig. 17�b� �Figs.
17�b� and 19�c� correspond to the same dimensional time after the
arrival of the wake�. The wake disperses the jet downstream of
x=2D over the next two phases shown, and is nearly out of the
measurement region by t /T=0.83, as the jet begins to recover. The
jet never fully recovers, however, to the steady flow condition of
Figs. 16�b�, 17�a�, and 17�f�. In agreement with the Sr=0.15 case,
the jet appears to remain intact in the region immediately down-
stream of the hole. The film cooling effectiveness in Fig. 8 reflects
this, with the effectiveness dropping only slightly between the
Sr=0 and 0.30 cases upstream of x=2D, but more significantly
farther downstream.

Figure 20 shows the B=1.0, Sr=0.30 case. As in the B=0.50
case at this Strouhal number, the jet is still recovering from the
previous wake at t /T=0, the jet continues to extend farther down-
stream until t /T=0.50, and the disturbance of the next wake is
visible between x=2 and 4D at t /T=0.33. The dispersal of the jet
by the wake is clear between x=4 and 7D at t /T=0.5, and the
affected region continues to move downstream at the next two
phases shown, in agreement with the behavior at B=0.5 in Fig.
19. Figure 20 shows that the jet has lifted off the wall, but in
agreement with the observation in Fig. 18�b� for the B=1.0, Sr
=0.15 case, the wake appears to push the jet back closer to the
wall than in the steady flow case of Fig. 16�c�. This helps to
explain the increase in film cooling effectiveness at higher Sr in
Fig. 9.

The Sr=0.6 cases with B=0.5 and 1.0 are shown in Figs. 21
and 22, respectively. As shown by the turbulence traces in Fig. 5,
there is no recovery period between wakes at this Strouhal num-
ber. There are two wakes present in the measurement region at all
phases. At t /T=0 in both Figs. 21 and 22, the preceding wake is
centered near x=6D as the next wake arrives at the hole. The
preceding wake moves downstream at the subsequent phases and
moves out of the measurement region at about t /T=0.67. The
streamwise extent of the jet increases slightly during this time, as
the jet begins to recover. At t /T=0.67, however, the center of the
next wake has arrived at about x=2D, and it is clearly affecting
the jet by t /T=0.83. Hence, there is essentially no time for the jet
to recover, and there is much less variation during the cycle than
at the lower Strouhal numbers. The streamwise extent of the jet
before dispersal is reduced for both blowing ratios compared to
the lower Sr cases. In the B=0.5 case, this results in much lower

center hole at various B „columns… and Sr
und
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lm cooling effectiveness, as shown in Fig. 8. In Fig. 22, it is
lear that in addition to reducing the streamwise extent of the jet,
he wake forces the jet back toward the wall during the full cycle.
his raises the effectiveness, as shown in Fig. 9. The wake turbu-

ence may cause more spreading of the jet in all directions, includ-
ng laterally and toward the wall. The wake’s acceleration of the
ear-wall flow, shown in Fig. 3, may also reduce lift-off.

Instantaneous Film Cooling Effectiveness. The changing flow

ig. 16 Dimensionless temperature field, �, for steady Sr=0
ases; upper image shows temperature contours in various
lanes, lower image shows isothermal surface with �=0.3; „a…
=0.25, „b… B=0.5, and „c… B=1.0
emperature during the cycle indicates that the instantaneous film
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cooling effectiveness must also change. This cannot be measured
directly with a real experimental surface, since the real surface is
not perfectly adiabatic and has a nonzero heat capacity. The sur-
face temperature cannot respond quickly enough to capture the
instantaneous effects of the passing wakes. The flow temperature

Fig. 17 Dimensionless temperature field at various phases for
B=0.5, Sr=0.15 case

Fig. 18 Dimensionless temperature field at various phases for
B=1.0, Sr=0.15 case

Fig. 19 Dimensionless temperature field at various phases for

B=0.5, Sr=0.30 case
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oes respond quickly, however, as shown above, and the instanta-
eous flow temperature near the surface may approximate the
emperature a perfectly responding surface would achieve. The
pproximation will not be perfect. The flow immediately adjacent
o the wall will be influenced by the actual steady wall tempera-
ure. The temperature far from the wall will not be representative
f the surface. Still, the instantaneous flow temperature close to
he wall should give a reasonable approximation of the tempera-
ure a perfectly adiabatic wall would achieve, and it will provide
nsight into the unsteady film cooling effectiveness. Kohli and
ogard �22� used measured flow temperatures to extrapolate to

he wall temperature and noted that the extrapolated value differed
rom the measured temperature at y /D=0.1 by only 0.02 in 
. In
he present study, the instantaneous temperatures measured in a
lane at y=0.08D are phase averaged and used to define the ap-
roximate unsteady film cooling effectiveness as

�* = 
�y = 0.08D� =
T�y = 0.08D� − T�

Tjet − T�

�4�

Figure 23 shows contours of the effectiveness, � �lower half of
lot�, and the time average of the approximation, �* �upper half of
lot�, for the B=0.5, Sr=0.30 case. The agreement between � and
* is good. The same good agreement was generally observed at

he other blowing ratios and Strouhal numbers. More comparisons
re presented below. The good time averaged agreement provides

ig. 20 Dimensionless temperature field at various phases for
=1.0, Sr=0.30 case

ig. 21 Dimensionless temperature field at various phases for

=0.5, Sr=0.60 case

41008-10 / Vol. 130, OCTOBER 2008
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confidence to proceed with study of the phase averaged �* results.
Figure 24 shows a time-space plot of the phase averaged �*

results for the B=0.5, Sr=0.15 case. The vertical axis indicates
the phase, with the data repeated to show two cycles. A horizontal
line in the figure shows the centerline �Fig. 24�a�� or spanwise
average �Fig. 24�b�� value of �* at a particular phase. The white
lines show the location of the wake, as determined from the ve-
locity data of Fig. 4. The thicker solid line corresponds to the
leading edge of the wake in the freestream, and the thinner solid
line indicates the trailing edge in the freestream. The dashed lines
indicate the leading and trailing edges of the period of strong
wake turbulence near the wall. The value of �* drops quickly
after the arrival of the wake near the wall, and continues to drop
until the end of the strong wake turbulence near the wall. The
value then rises between wakes.

Figure 25 shows �* for the B=1.0, Sr=0.15 case. At the cen-
terline �Fig. 25�a��, for x�3D, the effect of the wake on �* is
similar to that in the B=0.5 case of Fig. 24. In the upstream
region, however, low �* indicates lift-off of the jet between wakes
at x�2D. The wakes raise �* in this region by reducing lift-off,
as shown in Fig. 18.

Results for the Sr=0.6, B=0.5 cases are shown in Fig. 26. As
above, the thick solid line indicates the arrival of the wake in the
freestream, and the dashed lines indicate the period of strong
wake turbulence near the wall. The trailing edge line is not shown,
however, because the effects of the preceding wake are still
present in the freestream when the next wake arrives. As in the
Sr=0.15 case, �* changes during the cycle, but the variation is not
as large at the higher Sr, and timing with respect to the wake is
more complicated, because the recovery from the previous wake
overlaps the response to the subsequent wake. The same behavior
can be seen at x�3D in Fig. 27 for the Sr=0.6, B=1.0 case.
Upstream of x=3D in the B=1.0 case, the wake increases �*, as

Fig. 22 Dimensionless temperature field at various phases for
B=1.0, Sr=0.60 case

Fig. 23 Film cooling effectiveness, � „lower half of plot…, and
time averaged approximate effectiveness, �*

„upper half of

plot…, for B=0.5, Sr=0.30 case
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n the Sr=0.15 case �Fig. 25�, by reducing lift-off.
The effective in-wake and between-wake values of �* are ex-

racted from the data of Figs. 24 and 26 along lines sloped accord-
ng to the convection velocity and passing through the data most
isturbed and least disturbed by the wakes. These results, along

ig. 24 Phase averaged �* for B=0.5, Sr=0.15 case; „a… cen-
erline and „b… spanwise average

ig. 25 Phase averaged �* for B=1.0, Sr=0.15 case; „a… cen-

erline and „b… spanwise average
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with the time averaged � and �* for all Strouhal numbers, are
shown in Fig. 28 for the B=0.5 cases. At the centerline �Fig.
28�a��, the agreement between the time averaged �* and � is good
at all Sr. At Sr=0.15, the in-wake �* is more than 50% lower than
the between-wake value. The between-wake results agree well
with the Sr=0 case values, indicating that the flow is able to
recover to the undisturbed state between wakes. The in-wake val-
ues at Sr=0.15 agree well with the Sr=0.30 and 0.60 results,
suggesting common behavior for the disturbed flow. The differ-
ences between the in-wake and between-wake �* are smaller for
the Sr=0.30 and 0.60 cases because the flow does not have time to
recover to an undisturbed state between wakes. The spanwise av-
erage results �Fig. 28�b�� show the same trends as the centerline
results, but the differences between cases and phases are smaller.
Differences for the B=1.0 cases, as shown in Figs. 25 and 27, are
of the order of the experimental uncertainty. The time averaged
effectiveness is generally lower with B=1.0 than with B=0.5,
which tends to make differences smaller as well. The wakes also
increase mixing while reducing lift-off at B=1.0, and these com-
peting effects tend to reduce differences in the effectiveness.

Conclusions
Unsteady wakes were shown to have a strong effect on the film

cooling effectiveness and heat transfer for the cases considered.
Stanton numbers increase significantly with wake Strouhal num-
ber. The increases were similar in cases with and without film
cooling, however, so Stanton number ratios were not strongly de-
pendent on Strouhal number. Phase averaged flow temperature
measurements clearly showed how the wakes disturb the film
cooling jets and the recovery between wakes. At low Strouhal
numbers, the recovery was complete, and the time averaged film
cooling effectiveness results differed only slightly from those in
cases without wakes. At high Strouhal numbers, the time for re-
covery was insufficient, and the jets were disturbed throughout the
cycle, resulting in 50% reductions in effectiveness with B=0.5.

Fig. 26 Phase averaged �* for B=0.5, Sr=0.60 case; „a… cen-
terline and „b… spanwise average
With B=1.0, the combined effects of reduced lift-off and in-
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reased mixing resulted in little variation of the centerline effec-
iveness with Strouhal number. Enhanced lateral spreading, how-
ver, resulted in noticeable increases with Sr in the spanwise
verage effectiveness for the B=1.0 cases. Unsteady near-wall
ow temperature measurements were used to approximate the un-
teady film cooling effectiveness during the wake passing cycle.

ig. 27 Phase averaged �* for B=1.0, Sr=0.60 case; „a… cen-
erline and „b… spanwise average

ig. 28 Phase averaged �* in wakes, between wakes, time
ean of all phases, and corresponding � for B=0.5 cases; „a…
enterline and „b… spanwise average

41008-12 / Vol. 130, OCTOBER 2008
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During the wake passing, the unsteady effectiveness was low and
approximately equal for cases at all Strouhal numbers. Variation
during the rest of the cycle depended on the time available for
recovery between wakes.
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Nomenclature
B � �jetUjet /��U�, blowing ratio
cp � specific heat at constant pressure
D � film cooling hole and wake generator rod

diameter
f � frequency, Hz
L � length of film cooling hole channel

q� � heat flux
Sr � Strouhal number, Sr=2�fD /U�

St � Stanton number, qconv� / ��cpU��Tw−Taw��
T � temperature or wake passing period
t � time

U � velocity
u� � phase averaged rms streamwise velocity
x � streamwise coordinate, distance from trailing

edge of film cooling holes
y � normal coordinate, distance from the wall
z � spanwise coordinate, distance from the center-

line of the center hole
� � film cooling effectiveness, �Taw−T�� / �Tjet−T��

�* � approximate unsteady film cooling effective-
ness, Eq. �4�

� � density

 � dimensionless temperature, �T−T�� / �Tjet−T��

Subscripts
aw � adiabatic wall

conv � convective
f � with film cooling

jet � film cooling jet
o � without film cooling
w � wall
� � mainstream
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